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§80.99 Radiotelegraph station identi-

fication.

This section applies to coast, ship
and survival craft stations authorized
to transmit in the band 405-525 kHz.

(a) The station transmitting radio-
telegraph emissions must be identified
by its call sign. The call sign must be
transmitted with the telegraphy emis-
sion normally used by the station. The
call sign must be transmitted at 20
minute intervals when transmission is
sustained for more than 20 minutes.
When a ship station is exchanging pub-
lic correspondence communications,
the identification may be deferred
until completion of each communica-
tion with any other station.

(b) The requirements of this section
do not apply to survival craft stations
when transmitting distress signals
automatically or when operating on
121.500 MHz for radiobeacon purposes.

(c) Emergency position indicating
radiobeacon stations do not require
identification.

§80.100 Morse code requirement.

The code employed for telegraphy
must be the Morse code specified in the
Telegraph Regulations annexed to the
International Telecommunication Con-
vention. Pertinent extracts from the
Telegraph Regulations are contained in
the ““Manual for Use by the Maritime
Mobile and Maritime Mobile-Satellite
Services” published by the Inter-
national Telecommunication Union.

§80.101 Radiotelephone testing proce-
dures.

This section is applicable to all sta-
tions using telephony except where
otherwise specified.

(a) Station licensees must not cause
harmful interference. When radiation
is necessary or unavoidable, the testing
procedure described below must be fol-
lowed:

(1) The operator must not interfere
with transmissions in progress.

(2) The testing station’s call sign, fol-
lowed by the word “‘test’’, must be an-
nounced on the radio-channel being
used for the test.

(3) If any station responds “‘wait”’,
the test must be suspended for a mini-
mum of 30 seconds, then repeat the call
sign followed by the word ‘‘test’” and
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listen again for a response. To continue
the test, the operator must use counts
or phrases which do not conflict with
normal operating signals, and must end
with the station’s call sign. Test sig-
nals must not exceed ten seconds, and
must not be repeated until at least one
minute has elapsed. On the frequency
2182 kHz or 156.800 MHz, the time be-
tween tests must be a minimum of five
minutes.

(b) Testing of transmitters must be
confined to single frequency channels
on working frequencies. However, 2182
kHz and 156.800 MHz may be used to
contact ship or coast stations as appro-
priate when signal reports are nec-
essary. Short tests on 2182 kHz by ves-
sels with DSB (A3) equipment for dis-
tress and safety purposes are permitted
to evaluate the compatibility of that
equipment with an A3J emission sys-
tem. U.S. Coast Guard stations may be
contacted on 2182 kHz or 156.800 MHz
for test purposes only when tests are
being conducted during inspections by
Commission  representatives, when
qualified radio technicians are install-
ing or repairing the station radio-
telephone equipment, or when qualified
ship’s personnel conduct an operational
check requested by the U.S. Coast
Guard. In these cases the test must be
identified as ““FCC’”’ or ‘“‘technical’’.

(c) Survival craft transmitter tests
must not be made within actuating
range of automatic alarm receivers.
Survival craft transmitters must not
be tested on the frequency 500 kHz dur-
ing the silence periods.

§80.102 Radiotelephone station identi-
fication.

This section applies to all stations
using telephony which are subject to
this part.

(a) Except as provided in paragraphs
(d) and (e) of this section, stations
must give the call sign in English.
Identification must be made:

(1) At the beginning and end of each
communication with any other station.

(2) At 15 minute intervals when
transmission is sustained for more
than 15 minutes. When public cor-
respondence is being exchanged with a
ship or aircraft station, the identifica-
tion may be deferred until the comple-
tion of the communications.
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